
Use this tag to complete a quick safety check
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	Scaffolding at least 10 ft. away from overhead power lines?

	Is scaffolding plumb and level and cross bracing crosses at center? 

	Are the scaffolding picks capable of support the intended load? (usually decaled on the side of the pick)

	Is there means for safe access? (cross bracing is not considered a means for access)

	Verify the absence of bends, cracks, rust welding splatter, broken welds, and non-compatible parts in metal components.

	Are the legs, posts, frames, and uprights on baseplates or casters? 

	[bookmark: _GoBack]If on soft ground, are mudsills in place under the baseplates. (min 2 in. x 10in. x 10 in. )

	Is the scaffolding guarded by a top rail, mid-rail and toe board? (If the scaffolding work level is ≥ 6ft.)

	Verify the planks are absent of cracks, splits, end splits, large loose knots, warping, mold, separated laminate, coatings that obscure defects.

	Verify the plank is on the frame and secured from uplift.

	Are casters locked in place to prevent movement?

	Verify the planks are close together.

	Is the front of a platform not more than 14 inches from the face of the work? If not, a guardrail system needs to be installed or a personal fall arrest system is to be used.

	Are outriggers, bracing, tie-ins or guying being used to prevent tipping for scaffolds higher than 4 x the base width? (Outriggers, when used, may be considered a part of the base dimension.)
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	Green Tag – This scaffold was built to MIOSHA scaffold regulations; It is Safe to use.
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	Yellow Tag - This scaffold does not meet MIOSHA scaffold regulations; safety harness with shock absorbing lanyard shall be worn. Scaffolds that cannot be equipped with standard top rail, mid rail and toeboard shall display a yellow tag.
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	Red Tag - This scaffold is not complete; Do Not Use. Scaffolds being constructed, torn down or which are found to be defective shall be marked with a red tag.



image3.jpeg
F e
ATTENTION

THIS SCAFFOLD
WAS BUILT TO
MEET SAFETY
REGULATIONS

IT IS SAFE
TO USE
:E'.T




image4.jpeg
cAUTION

This scaffold doss NOT
HEET Foderal/State
OSHA Specifications.
All employees working
from this scaffold must
wear and use an approved
safety harness.

DO NOT ALTER
coerroman
uuers





image5.jpeg
r b

DANGER

DO NOT USE
THIS SCAFFOLD
KEEP OFF
This scaffold s being

erected, taken down of
s been found defective.

DO NOT ALTER

oe:
COMPETENT PERSON

S e





image1.png
Fully Planked

Access Gate

Crossbraces

Access Ladder

Baseplate




image2.png
ximum Vertical Tie Spacing
Wider Than 3'- 0" Bases

Tupufsc‘a'o!d platform
and

Lppermost tie not
to exceed 4to 1ratio
Tie. |

260" maximum between
interediate ties

Tie_

4 times minimum
base tie at closest
‘frame header
or bearer

First tie closest frame header
or bearer above 4 times the
‘minimum base dimension

s e e P s

|__Widerthan3-0"
| Tinimum base dimension




